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Kiepsan, kurucusi ve halen Onursal basianrmez olan Sayin Nunettin Afsinoglu'nun 1970 yr-
landa Oretimini gercekiestirmeye badad) Klapeterden esirfenersk ismind koydugu, kunul-
dugu glinden bu yana kalite ve yenilikcilik ilkelerni benimseyerek bu glntere gelmis bilylk
b kurumadur,

Sayin Onursal baskaremz hem sirkatini hem de bizieri blyGtilriken dindstii, kalite, cals-
ma azmi ve inang degerterini hep Gn planda tutmusgtur, Baslangscta kiiclik bir atdlye olarak
kurulmus olan Kiepsan buglin sekttelinde Oncfl, son teknolojiye sahip makine parkirtan
15,000 m' kapals alana sahip tesisleriyle, 250'i askin konusunda uzman persanedi lle yurt
iginde ve yurt disinda Orlin cesitilligh ve kalitesi ile Xendinden 3z ettiren yilzde yiiz yerli ve
iz sermayeli blly(k bir Tork firmas: obmustur,

Uzun yélann getirdigl tecribe ve binkim ile strekl isine yatinm yaparak biyOyen Kiepsan
uzun Ar-Ge Raliyetieninin sonunda Vana fitings ve ek parcalanndaki calsmalannm yan sia
son yillarda yaprmes oldugu Otcil Aletted yatinm: e kendi sekiticinde farkidé yaparak sir-
keti wzun yillar sonrasing tasiyacak caligmatara start vermis ve itk clarak Su Sayaci Uretimi-
ne basiamustir, Bu yatinm son teknolojik laboratuariar ve belgelendirmeter ile tim dilnya-
min kabul gordiigl standartiarda tescillernistir ve Klepsan kisa siirede cok ciddi mesafeler
aimestir, Baslangwcta yurt genelinde tim il ve ilce belediyeler ile b0tdn resmi kurumiar tara-
findan Sayaclanman onay slirecleri tamamianms pazann tamamnda sektirdekd hazar
portftyll ile cok iyi noktada konumianimes ayrs zamanda yurt cenca bir cok (ke de calis-
malanrs gercekiestinrmeye bastamestr,

Klepsan (rin cesittiligl e dirt ana sektire (Otcl Aletier), Tekrik ve Tesisat, lstma Dogalgaz,
Tanmsal Sulama) hitap eden yapes! ile thm bu cesitiligi ve Grilnlerini tamamen kendi blin-
yesinde ¢liziiyor clmasi ile yakan dinermde hern llkemizde hem de yurt deinda bircok proje-
de, uygidamada, pazarlarda ve cogu resmi kurumiarda tedaric noktasinda arandan en
Bremil firmalardan bir olmustur. Bu yondeki calismialanna ara vermeden hata Rerleyen
Klepsan, hitap etmis oldugu her sektiy icin gerekli clan (riin cesittiliginin arthirdmas ve ge-
rekli teinik alt yapin olusturulmas: ating yatinmianng devam etmektedir

Klepsan yilzde yiz yerli sermayesiyle Tirk mals Gretmenin verdi gucurla tm faaliyetierd
icin TSE 150 9001 OHSAS, 14001, 18001, TS EN 14154 Kalite Betgelerini alarak tescillen-
més, cevre ve insan saglgina vermis oldugu tnemi de belgelendirmis aynca su sayaclan idn
dilnyada son yanetmetik olan MD yinetmedikierine gire belge ve standartiarda Oretim ya-
parak ModOL B+ belgelerini de almustr

Daha yolun bagndan bu giiniere gelirken weun yillar birliictelik yaptgime is ortaklanmon
yars degerli Bayilerimizin bizterin en byl it glicl aldugunun bitincinde olarak tm Urln-
lerimizin en dogru noktalara ulastnlmasna katko saglayan genis sahs agimeza yatmmlan-
mz ic pazarda ve dis pazarda siirekli devam etmektedie. Her yeni gine ayr Ik Kuruldugu-
muz yilardaki gibl bOylk bir heyecan ve askla baslayan Klepsan ytinetimi ve calisanlan,
Bayileri #e birtikte biyik bir ake olmay basarmistir, Daha nice nesillere fasacak yatinm
plantan e bir dlnya markas olma yolursia emin ademlarta Rerteyen Klepsan iin hep bir
likte cok calisacage. Yanm asrdir stedimiizl tutugumuz gbi.

www.klepsan.com

The founder Mr. Nurettin Afsinoglu, who at present is our Honorary president of Klepsan,
having been inspired by the name of foot valves, which means Klape in Turkish Language,
the production of which began in the year of 1970, has named his company as Klepsan,
which is a large organization having comie to thesa days by adopting the principies of quality
and innovation since its founding day.

Our Honorary President, while both growing the company and us, always has been keeping
in the forefront  the honesty, quality, the ambition to work, as well as the values of faith.
Klepsan, which was originally established as a small workshop, has become a large Turkish
firm with one hundred percent domestic equity, which made a distinguished narme for sell
these days with its product variety and quality both in the country and abroad, with its
machinery of the ploneering latest technology in its sector, with its facilities of a closed area
of 15,000 sqm, and with over 250 staff specialized in their subject matter

Klepsan has been growing by investing in its business thanks to its experience and
knowledge brought by the long years, beside its studies about Valve fittings and pipe
connection components as the result of long Lasting RE.D activities, it has made a differance
in its own sector with the investment to measuring instruments that it has made in the
recent years, as well as giving a start to the studies which shall carry forward the company
for many years and has also started the production of Water Meters for the first time. This
investment has been registered by standards recognized all over the World by the latest
technotogical laboratories and certifications and Klepsan pulled ahead quite serousty in
short tirme, At the beginning, all the approval processes of our Meters have been completed
by all the Provincial and District Municipalities across the country and all the public
institutions, thus our company has taken a good position in the rest of the market with its
ready portfolio in the sector and in the meantime it began to perform its studies in many
countries abroad,

Klepsan, with its structure appealing to four main sectors (Measuring Instrurments,
Technical and Plumbing, Heating Natural Gas, Agricultural krigation) with a variety of
products, having dane all these variety and its products completely in its own fadlities, has
became one of the most important firms, sought at the supply point both in our country and
abroad for 2 lot of Projects, implementation, markets and by many public institutions.
Klepsan has been rapidly advancing without 3 break in its business in this direction and has
been keeping Investing In the name of increasing the products range and the formation of
the needed technical infrastructure necessary for each sector it appeals to

Klepsan, with its one hundred percent domaestic capital, was registered for all its activities
by receiving Quality Cartificates of TSE IS0 9001 CHSAS, 14001, 18001, TS EN 14154, being
proud for producing Turkey-made goods, and it has also been cerfificated for its considering
important the environment and the human haalth, in addition, it has received the Module
B+D certificates by canying out its production in accordance with the MID regulations,
certificates and standards, which are the latest reguiations for water meters in The World.

While reaching these days from the beginning of the road, we are aware that the biggest
driving force are our business partners, (e, cur Dealers with whom we have been in
association for many years, and our nvestments into our lange sate network contributing to
the delivery of all of our products to the rightest spots, uncaasingly continue in the domestic
market and international market. Klepsan, beginning sach new day with a great
exatement and love as it has been in the years we first have established the firm, has
accomplished to become a large famity together with its management, employees and its
Dealers. We shall work together for Klepsan which has been advancing with sure steps
towards hecoming 2 global brand with #s investment plans intended to reach many
generations in the Later centuries. Just as we have kept our promise for a half century..
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Multi-Jet Wet Type Cold Water Meter i 3
PERFORMANS OZELLIKLERI — 3 )
Mi-001 .
Sarekli Debisi Q3{m3/h) 2,5 |
Agin YOkieme Debisi Q4 (m3/h) 3,125 ! 1]
Gegis Debisi Q2 (L/h) :50/40/25 GENEL OZELLIKLERI +—
Minimum Debi Q1 (WU/h) :31,25/25/15,6 - MID (Olgli Aleti Direktifi) Sertifikal
Maksimum Caligma Basina  (bar) :16 « Cok hizmeli tasanm ile uzun dmir
Maksimum Cahsma Sicakligs  ("C) :50 - Digik basing kaybi
Metrolojik Sinify :B/C - lIk hareket debisinde yiiksek hassasiyet
Q3/Q1(MI-001 OIML R49) :80/100/160 - Basinca ve darbeye dayanikh temperli cam/polikarbonat
Basing Kayb: (bar) :0,63 - 360 * donen kapak
Maksimum Kayit Kapasitesi  (m3) :99999 - Korozyana direngli elektrostatik boyali piring gévde BOYUTLAR
En Kiglik Okuma Baluntlstt  (m3) :0,00005 -ig/ds e/p toz boya ile boyama - Anma Capi DN 20 mm
Sebekeye Bajilamg Yatay - Gekvalfli - Baglant Cap D GiI B
Birim Agirlik (kg) 1,2 - Cift filtreli -Toplam YOkseklik H1+H2 106 mm
Koli Agirkig: (Rakorlar Harig) (kg) :12,4 - 50 “C kadar olan soguk sular igin - Eksen Yiksekligi  H1 36 mm
Koli Agirhi@ (Rakorlar Dahil) (kg) :14,2 - Optik okumaya uygun - Boy L 190 mm
Kolideki Sayag Sayisi 10 -5 Yil garanti - Geniglik B 94 mm
Koli Ebatlan (em) :24X47X21,7 - Yillarca yedek parca ve servis sagilama - Rakorlu Boy LB 270 mm
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3 (m3fh) 25
Overload Flowrate Q4(m3/h) 3,125
Transitional Flowrate Q2 {h) :50/40/25 GENERAL FEATURES
Minimum Flowrate Qi{Uh} :31,25/25/156 - MID Certificated
Maximum Working Pressure {bar) :16 - Multi-Jet principle assure a long service time
Maximum Working Temperature ("€} ;50 ~ Low Pressure Loss
Metrological Class B/C - High sensitivity at starting flowrate
Q3/Q1{MI-001 OIML R49) :80/100/160 - Pressure and impact resistant toughened ghass/polycarbonate lens
Pressure Lass (bar} 0,63 - 350 * rotating iid
Maximum Registration Capadity  (m3) (99539 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale (m3) :0,00005 - Internally/externally electrostatic powder painted body - Nominal Diameter DN 20 mm
Instailation on The Network Yatay - With non-return Vaive With Double Strainers - Connection Diameter D Gt 8
Unit Weight fkg) 1,2 - Sutable for cold water up to 50 *C - Total Helght HisH2 106 mm
Package Weight (Without Connect)  (kg) :12,4 - IP68 Protection Class against outside influences - Awis Height Hi 3%  mm
Package Weight (With Connections)  (kg] :142 - 5 years of warranty « Lenght L 130 mm
Quantity in Package 10 - Service and spare parts are available for years - Width 8 94 mm
Package Dimensions (em) :24X47X21,7 - Suitable for optical reading - Lenght with connect LB 270 mm
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KURU TIP, COK HUZMELI SOGUK SU SAYACI R T
Multi-Jet Dry Type Cold Water Meter -
PERFORMANS OZELLIKLERI =
MI-001
Sarekli Debisi Q3 {m3/h) 2,5 ] |
Agin YOkleme Debisi Q4 (m3/h) :3,125 GENEL OZELLIKLER| ‘ | 2
Gegis Debisi Q2 (L/h) :50/40/25 - MID (Olgis Aleti Direktifi) Sertifikali '
Minimum Debi Q1 (WU/h) :31,25/25/156 - Gok hizmeli tasarimi ile uzun Smir
Maksimum Caligma Basina  (bar) :16 - Diglik basing kaybi =
Maksimum Cahsma Sicakhigs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet
Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma
Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak
Basing Kaybi (bar) 0,63 - Korozyana direncli elektrostatik boyal) piring gévde
Maksimum Kayit Kapasitesi  (m3) :99999 - Ig/dis e/p toz boya ile boyama BOYUTLAR
En Kiglik Okuma Bolintlstt  (m3) :0,00005 - Cekvalfli - Anma Caps DN 20 mm
Sebekeye Bajilamg Yatay - Cift filtreli - Baglant Capt D G1 B
Birim Agirlik (kg) :1,2 50 °C kadar olan sofuk sular igin - Toplam YOkseklik H1+H2 106 mm
Koli Agirhig: (Rakorlar Harig) (kg) :12,5 - Dig etkilere karg! IP68 koruma sinifi - Eksen Yiksekligi H1 36 mm
Koli Agirhi@ (Rakorlar Dahil) (kg) :13,6 -5 Yil garanti - Boy L 130-190 mm
Kolideki Sayag Sayisi 110 - Yillarca yedek parga ve servis saglama - Genislik B 94 mm
Koli Ebatlan (em) :24x47x21,7 - Optik okumaya uyguniuk - Rakorlu Boy LB 270 mm
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3 (m3fh) 25
Overload Flowrate Q4 (m3/h) 3,125
Transitional Flowrate Qz{Uh) :50/40/25 GENERAL FEATURES
Minimum Flowrate Qi(Uh} 3125/25/156 - MID Certificated
Maximum Working Pressure {bar) :16 ~ Multi-Jet principle assure  long service time
Maksimum Caligma Sicakinh [°C) 50 - Low Pressure Loss

| Class B/C - High sensitivity at starting flowrate
Q3/Q1{MI-001 0IML R49) A0/100/160 ~Vacuum and magnetic protected Insert mechanism
Pressure Lass (bar) 0,63 ~360 * rotating lid
Maximum Registration Capadity (m3) 99399 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale (m3) 0,00005 -Internally/externally electrostatic powder painted body -Nominal Diameter DN 20 mm
Instailation on The Network Natay « With non-return Valve With Double Strainers - Connection DiameterD Gl B
Unit (kg) :1.2 - Sutable for cold water up to 50 °C - Total Height H1#HZ 106 mm
Package Weight (Without Connect)  (kg) :12.5 - IP68 Protection Class against outside influences ~ Axis Height H1 36 mm
Package Weight {With Connections)  (kg] .13,6 -5 years of warranty - Lenght L 130-130 mm
Quantity in Package - Service and spare parts are available for years - Width B 94 mm
Package Dimensions {em) :2&47:21.7 - Suitable for optical reading - Lenght with connect LB 20 mm
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KURU TiP, GOK HUZMELI SOGUK SU SAYACI S
Multi-Jet Dry Type Cold Water Meter i ]
PERFORMANS OZELLIKLERI PR
MI-001 ).
Sarekli Debisi Q3{m3/h) :2,5 ]
Agin YOkleme Debisi Q4 (m3/h) :3,125 GENEL OZELLIKLER| !
Gegis Debisi Q2 (L/h) :50/40/25 - MID (Olgis Aleti Direktifi) Sertifikali
Minimum Debi Q1(W/h) :31,25/25/156 - Cok hiizmeli tasarimi ile uzun dmir
Maksimum Caligma Basina  (bar) :16 - Diglik basing kaybi
Maksimum Cahsma Sicakhigs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet
Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma
Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak
Basing Kaybi (bar) 0,63 - Korozyana direncli elektrostatik boyali piring gévde
Maksimum Kayit Kapasitesi  (m3) :99999 - Ig/dis e/p toz boya ile boyama BOYUTLAR
En Kicllk Okuma B8lUntlslt  (m3) :0,00005 - Cekvalfli - Anma Caps DN 15 mm
Sebekeye Baglams Yatay - GIft filtreli -BaglantCapr D G3/4 B
Birim Agirhk (kg) :1,1 - 50 °C kadar olan soguk sular igin - Toplam YOkseklik H1+H2 106 mm
Koli Agirhig: (Rakorlar Harig) (kg) :11,4 - Dig etkilere karg! IP68 koruma sinifi - Eksen Yiksekligi H1 345 mm
Koli Agirhi@ (Rakorlar Dahil) (kg) :12,6 -5 Yil garanti - Boy L 165 mm
Kolideki Sayag Sayisi 110 - Yillarca yedek parga ve servis saglama - Genislik B 94 mm
Koli Ebatlan (em) :24x46,5x19 - Optik okumaya uyguniuk - Rakorlu Boy LB 245 mm
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3(m3fth) :25
Overload Flowrate Q4 (m3/h) 3,125
Transitional Flowrate Qz{yh) :50/40/25 GENERAL FEATURES
Minimum Flowrate Qi(Uh} 3125/25/156 - MID Certificated
Maximum Working Pressure {bar) :16 ~ Multi-Jet principle assure  long service time
Maksimum Caligma Sicakinh [°C) 50 - Low Pressure Loss

| Class :B/C - High sensitivity at starting flowrate

Q3/Q1{MI-001 0IML R49) A0/100/160 ~Vacuum and magnetic protected Insert mechanism
Pressure Lass (bar) 063 ~360 * rotating lid
Maximum Registration Capacity (m3) 99399 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale (m3) :0,00005 - Internally/externally electrostatic powder painted body -Nominal Diameter DN 15 mm
Instailation on The Network Natay - With non-return Valve With Double Strainers - Connection Diameter D G348
Unit 11 - Sutable for cold water up to 50 °C - Total Height Hi+H2 106 mm
Package Weight (Without Connect)  (kg) :114 - IP68 Protection Class against outside influences - Axis Height H1 345 mm
Package Weight {With Connections)  (kgl :12,6 -5 years of warranty - Lenght L 165 mm
Quantity in Package :10 - Service and spare parts are available for years - Width B 84 mm
Package Dimensions (em) :24x46,5x19 - Suitable for optical reading - Lenght with connect LB 245 mm
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KURU TIP, COK HUZMELI SOGUK SU SAYACI — ~
Multi-Jet Dry Type Cold Water Meter 1 |
PERFORMANS OZELLIKLERI !
Mi-001
Sarekli Debisi Q3(m3/h) :25 - -
Agin YOkleme Debisi Q4 (m3/h) 13,125 GENEL OZELLIKLERI
Gegis Debisi Q2 (LUh) :50/40/25 - MID (Olgi Aleti Direktifi) Sertifikali
Minimum Debi Q1 (LWU/h) :31,25/25/15,6 - Gok hizzmeli tasarimi ile uzun dmir
Maksimum Caligma Basina  (bar) :16 - Digtik basing kaybi
Maksimum Cahsma Sicakhigs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet
Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma
Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak
Basing Kaybi (bar) 0,63 - Korozyana direncli elektrostatik boyali piring gévde
Maksimum Kayit Kapasitesi  (m3) :99999 - lg/dis e/p tor boya ile boyama BOYUTLAR
En Kiglik Okuma Bolintlstt  (m3) :0,00005 - Cekvalfli - Anma Capi DN 20 mm
Sebekeye Bajilamg Yatay - Cift filtreli - Baglant Capt D G1 B
Birim Agirlik (kg) :1,17 - 50 °C kadar olan sofuk sular igin - Toplam YOkseklik H1+H2 106 mm
Koli Agirhig: (Rakorlar Harig) (kg) :12,1 - Dig etkilere kargl IP68 koruma sintfi - Eksen Yiksekligi H1 36 mm
Koli Agirhi@ (Rakorlar Dahil) (kg) :13,7 -5 Yl garanti - Boy L 130-190 mm
Kolideki Sayag Sayisi 110 - Yillarca yedek parga ve servis saglama - Genislik B 94 mm
Koli Ebatlan (em) :24x47x21,7 - Optik okumaya uyguniuk - Rakorlu Boy LB 270 mm
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3(m3fth) :25
Overload Flowrate Q4 (m3/h) 3,125
Transitional Flowrate Qz{Uyh) :50/40/25 GENERAL FEATURES
Minimum Flowrate Qi(Uh} 3125/25/156 - MID Certificated
Maximum Working Pressure {bar) :16 ~ Multi-Jet principle assure  long service time
Maksimum Caligma Sicakinh [°C) 50 - Low Pressure Loss
| Class :B/C - High sensitivity at starting flowrate

Q3/Q1{MI-001 0IML R49) A0/100/160 ~Vacuum and magnetic protected Insert mechanism
Pressure Lass (bar) 0,63 ~360 * rotating lid
Maximum Registration Capacity (m3) 99399 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale (m3) 0,00005 -Internally/externally electrostatic powder painted body -Nominal Diameter DN 20 mm
Instailation on The Network Natay - With non-return Valve With Double Strainers - Connection Diameter D Gl B
Unit (kg) 117 - Sutable for cold water up to 50 °C - Total Height Hi+H2 106 mm
Package Weight (Without Connect)  (kg) :12,1 - IP68 Protection Class against outside influences - Axis Height Hi 3 mm
Package Weight {With Connections)  (kg} :13,7 -5 years of warranty - Lenght L 190 mm
Quantity in Package 10 - Service and spare parts are available for years - Width B 84 mm
Package Dimensions (em) 24xa7x21,7 - Suitable for optical reading - Lenght with connect LB 270 mm

www.klepsan.com
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KURU TiP, COK HUZMELI SOGUK SU SAYACI
Multi-Jet Dry Type Cold Water Meter

PERFORMANS OZELLIKLERI u! =

Mi-001 ]
Sarekli Debisi Q3 (m3/h) :2,5 - -

Agin YOkleme Debisi Q4 (m3/h) 13,125 GENEL OZELLIKLER|

Gegis Debisi Q2 (LUh) :50/40/25 - MID (Olgiz Alet! Direktifi) Sertifikali

Minimum Debi Q1 (LWU/h) :31,25/25/15,6 - Gok hizzmeli tasarimi ile uzun dmir

Maksimum Caligma Basina  (bar) :16 - Digtik basing kaybi

Maksimum Cahsma Sicakhigs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet

Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma

Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak

Basing Kaybi (bar) 0,63 - Korozyana direncli elektrostatik boyali piring gévde

Maksimum Kayit Kapasitesi  (m3) :99999 - lg/dis e/p tor boya ile boyama BOYUTLAR

En Kicllk Okuma B8lUntlslt  (m3) :0,00005 - Cekvalfli - Anma Capi DN 15 mm
Sebekeye Baglams Yatay - GIft filtrell -BaglantCapr D G3/4 B
Birim Agirhk (kg) 0,9 - 50 °C kadar olan sofuk sular igin - Toplam YOkseklik H1+H2 95 mm
Koli Agirhig: (Rakorlar Harig) (kg) 9,4 - Dig etkilere kargl IP68 koruma sintfi - Eksen Yiksekligi H1 24 mm
Koli Agirhi@ (Rakorlar Dahil) (kg) :11 -5 Yl garanti - Boy L 165 mm
Kolideki Sayag Sayisi :10 - Yillarca yedek parga ve servis saglama - Genislik B 87 mm
Koli Ebatlan (em) :28x38x18 - Optik okumaya uyguniuk - Rakorlu Boy LB 245 mm
PERFORMANCE PROPERTIES

MI-001

Permanent Flowrate Q3 (m3fh) :25

Overload Flowrate Q4 (m3/h) 3,125

Transitional Flowrate Qz{Uh) :50/40/25 GENERAL FEATURES

Minimum Flowrate Qi(Uh} 3125/25/156 - MID Certificated

Maximum Working Pressure {bar) :16 ~ Multi-Jet principle assure  long service time

Maksimum Caligma Sicakinh [°C) 50 - Low Pressure Loss

Metrological Class :B/C - High sensitivity at starting flowrate

Q3/Q1{MI-001 0IML R49) A0/100/160 ~Vacuum and magnetic protected Insert mechanism

Pressure Lass (bar) 0,63 ~360 * rotating lid

Maximum Registration Capacity (m3) 99399 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS

Smallest Verification Scale (m3) :0,00005 - Internally/externally electrostatic powder painted body -Nominal Diameter DN 15 mm
Instailation on The Network Natay « With non-return Valve With Double Strainers - Connection Diameter D G3/a B
Unit Weight (kg) 03 - Sutable for cold water up to 50 °C - Total Height Hi+H2 95 mm
Package Weight (Without Connect)  (kg) 94 - IP68 Protection Class against outside influences ~ Axis Height HI 24 mm
Package Weight {With Connections]  (kg} :11 -5 years of warranty - Lenght L 165 mm
Quantity in Package :10 - Service and spare parts are available for years - Width B 8 mm
Package Dimensions (em) :28x38x18 - Suitable for optical reading - Lenght with connect LB 245 mm
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KURU TIP, COK HUZMELI SOGUK SU SAYACI I
Multi-Jet Dry Type Cold Water Meter x ;

v |
PERFORMANS OZELLIKLERI =y
MI-001
Stirekli Debisi Q3(m3/Mh) :2,5 :
Agin YOkleme Debisl Q4 (m3/h) :3,125 GENEL OZELLIKLER] - A
Gegig Debisi Q2 (L/h) :50/40/25 - MID (Olgi Aleti Direktifi) Sertifikali - G
Minimum Debi Q1(W/h) :31,25/25/156 - Cok hiizmeli tasarimi ile uzun dmir
Maksimum Caligma Basina  (bar) :16 - Distik basing kaybi A £
Maksimum Cahsma Sicakhigs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet
Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma
Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak
Basing Kaybi (bar) 0,63 - Korozyana direncli elektrostatik boyali piring gévde
Maksimum Kayit Kapasitesi  (m3) :99999 - lg/dis e/p toz boya ile boyama BOYUTLAR
En Kiglik Okuma B&lUntlsld  (m3) :0,00005 - Cekvalfli - Anma Capi DN 20 mm
Sebekeye Bagtlamg Yatay - GIft filtreli -BaglantCapr D Gl B
Birim Agirhk (kg) :1,1 - 50 °C kadar olan sofuk sular igin - Toplam YOkseklik H1+H2 85 mm
Koli Agwrhig: (Rakorlar Harig) (kg) :11,5 - Dig etkilere kargl IP68 koruma sintfi - Eksen Yiksekligi H1 28 mm
Koli Agirhi@ (Rakorlar Dahil) (kg) :13,9 -5 Yil garanti - Boy L 190 mm
Kolideki Sayag Sayisi 110 - Yillarca yedek parga ve servis saglama - Genislik B 87 mm
Koli Ebatlan (em) :22,5x45,5x21 - Optik okumaya uyguniuk - Rakorlu Boy LB 270 mm
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3 (m3fh) :25
Overload Flowrate Q4 (m3/h) 3,125
Transitional Flowrate Qz{Uh) :50/40/25 GENERAL FEATURES
Minimum Flowrate Qi{Uh} 31,25/25/156 - MID Certificated
Maximum Working Pressure {bar) :16 ~ Multi-Jet principle assure  long service time
Maksimum Caligma Sicakind [°C) 50 - Low Pressure Loss
B/C - High sensitivity at starting flowrate
Q3/Q1{MI-001 0IML R49) A0/100/160 ~Vacuum and magnetic protected Insert mechanism
Pressure Lass (bar) 0,63 ~360 * rotating lid
Maximum Registration Capacity (m3) 99999 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale (m3) :0,00005 - Internally/externally electrostatic powder painted body -Nominal Diameter DN 20 mm
Instailation on The Network Natay « With non-return Valve With Double Strainers - Connection Diameter D Gl 8
Unit (kg) 11 - Sutable for cold water up to 50 °C - Total Height HisH2 95 mm
Package Weight (Without Connect)  (kg) 11,5 - IP68 Protection Class against outside influences ~ Axis Height HI 22  mm
Package Weight {With Connections)  (kg} :139 -5 years of warranty - Lenght L 150 mm
Quantity in Package 10 - Service and spare parts are available for years - Width B 8 mm
Package Dimensions fem) :22,5x45,5221 - Suitable for optical reading - Lenght with connect LB 270 mm
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Multi-Jet Dry Type Cold Water Meter

PERFORMANS OZELLIKLERI i emdliicd

MI-001 , 4 q

Siirekli Debisi Q3 (ma/h) 6,3 L — L

Agin YOkieme Debisl Q4 (m3/h) :7,875 GENEL OZELLIKLER| | o i

Gegis Debisi Q2 (L/h) :126/100,8/63,6 - MID (Olgis Aleti Direktifi) Sertifikali ——

Minimum Debi Q1 (L/h) :78,75/63/39,37 - Cok hizzmeli tasarimi ile uzun dmir

Maksimum Calgma Basina  (bar) :16 - Diglik basing kaybi

Maksimum Cahsma Sicakligs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet

Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma

Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak

Basing Kayb: (bar) :0,63 - Korozyana direncli elektrostatik boyali piring gévde

Maksimum Kayit Kapasitesi  (m3) :99999 - Ig/dis e/p toz boya ile boyama BOYUTLAR

En Kiclik Okuma B8lUntlslt  (m3) :0,00005 - Cekvalfli - Anma Caps DN 25 mm

Sebekeye Baglams “Yatay - GIft filtreli -BaglantCapr D G1-1/4 B

Birim Agirhk (kg) :2 - 50 °C kadar olan sofuk sular igin - Toplam YOkseklik H1+H2 116 mm

Koli Agirhig: (Rakorlar Harig) (kg) 21 - Dig etkilere kargl IP68 koruma sintfi - Eksen Yiksekligi H1 405 mm

Koli Agirhi@ (Rakorlar Dahil) (kg) :28 -5 Yil garanti - Boy L 260 mm

Kolideki Sayag Sayisi :10 - Yillarca yedek parga ve servis saglama - Genislik B 102 mm

Koli Ebatlan (cm) :25x54x28,8 - Optik okumaya uyguniuk - Rakorlu Boy LB 370 mm

PERFORMANCE PROPERTIES

MI-001

Permanent Flowrate Q3 (m3fh) 63

Overload Flowrate Q4 (m3/h) 7,875

Transitional Flowrate Qz {Uh) :126/100,8/63.6 GENERAL FEATURES

Minimum Flowrate Qi (Uh} :7875/63/3937  -MID Certificated

Maximum Working Pressure {bar) 16 ~ Multi-Jet principle assure  long service time

Maximum Working Temperature  [C) 50 - Low Pressure Loss

Metrological Class B/C - High sensitivity at starting flowrate

Q3/Q1{MI-001 OIML R49) A0/100/160 ~Vacuum and magnetic protected Insert mechanism

Pressure Lass (bar} 0,63 ~360 * rotating lid

Maximum Registration Capacity (m3) 99399 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS

Smallest Verification Scale (m3) :0,00005 - Internally/externally electrostatic powder painted body -Nominal Diameter DN 25 mm

Instailation on The Netwark Natay - With non-return Valve With Double Strainers - Connection Diameter Gl-1/4 B

Unit Weight (kg) 2 - Sutable for cold water up to 50 °C - Total Height HisHZ 116 mm

Package Weight (Without Connect)  (kg) 21 - IP68 Protection Class against outside influences ~ Axis Height Hi 405 mm

Package Weight {With Connections)  (kg] 28 -5 years of warranty - Lenght L 260 mm

Quantity in Package <10 - Service and spare parts are available for years - Width B 102 mm

Package Dimensions (em) 2564288 - Suitable for optical reading - Lenght with connect LB 370 mm
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KURU TiP, COK HUZMELI SOGUK SU SAYACI
Multi-Jet Dry Type Cold Water Meter

PERFORMANS OZELLIKLERI
Mi-001
Sarekli Debisi Q3 (m3/h) :4
Agin YOkieme Debisi Q4 (m3/h) 5 GENEL OZELLIKLERI
Gegis Debisi Q2 (LUh) :80/64/40 - MID (Olgiz Alet! Direktifi) Sertifikali
Minimum Debi Q1 (Wh) :50/40/25 - Gok hiizmeli tasarimi ile uzun dmir
Maksimum Caligma Basin  (bar) :16 - Digtik basing kaybi
Maksimum Cahsma Sicakligs  ("C) :50 - Ik hareket debisinde ylksek hassasiyet
Metrolojik Sinifi :B/C - Vakumiu ve manyetik korumali mekanizma
Q3/Q1(MI-001 0IML R49) :80/100/160 - 360 * dénen kapak
Basing Kayb: (bar) :0,63 - Korozyana direncli elektrostatik boyali piring gévde
Maksimum Kayit Kapasitesi  (m3) :99999 - lg/dis e/p tor boya ile boyama
En Kigllk Okuma BélUntlst  (m3) :0,00005 - Cekvalfli
Sebekeye Bajilamg Yatay - Cift filtreli
Birim Agirhk (kg) :1,2 50 °C kadar olan sofuk sular igin - Toplam YOkseklik H1+H2
Koli Agirhig: (Rakorlar Harig) (kg) :12,6 - Dig etkilere karg! IP68 koruma sinifi - Eksen Yiksekligi
Koli Agirhi@ (Rakorlar Dahil) (kg) :14,2 -5 Yl garanti - Boy
Kolideki Sayag Sayisi :10 - Yillarca yedek parga ve servis saglama
Koli Ebatlan (em) :24x47x21,7 - Optik okumaya uyguniuk
PERFORMANCE PROPERTIES
MI-001
Permanent Flowrate Q3 (m3/h) 4
Overkoad Flowrate Q4{m3/h) 5
Transitional Flowrate Qz {Uh) :B0/64/40 GENERAL FEATURES
Minimum Flowrate Q1 (Uh} :50/40/25 - MID Certificated
Maximum Working Pressure {bar) :16 ~ Multi-Jet principle assure  long service time
Maximum Working Temperature "¢} 50 - Low Pressure Loss
| Class B/C - High sensitivity at starting flowrate
Q3/Q1{MI-001 OIML R49) 80/100/160 ~Vacuum and magnetic protected Insert mechanism
Pressure Lass (bar} 0,63 ~360 * rotating lid
Maximum Registration Capacity (m3) 59999 - Electrostatic painted body made of corrosion resistant brass DIMENSIONS
Smallest Verification Scale (m3) :0,00005 - Internally/externally electrostatic powder painted body -Nominal Diameter DN 20 mm
Instailation on The Network Yatay - With non-return Valve With Double Strainers - Connection Diameter D Gl 8
Unit 12 - Sutable for cold water up to 50 °C 106 mm
Package Weight (Without Connect)  (kg) :12,6 - IP68 Protection Class against outside influences 3 mm
Package Weight (With Connections)  (kg] :142 - 5 years of warranty 190 mm
Quantity in Package 10 - Service and spare parts are available for years - B 84 mm
Package Dimensions (em) :24x47x21,7 - Suitable for optical reading - Lenght with connect LB 270 mm
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